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Copyright

Our company owns all rights of this unpublished work and intends to maintain it as a confidential work.
We may also seek to maintain this work as an unpublished copyright. This publication is to be used
solely for the purpose of reference or operation of our software system. No part of this work can be
disseminated for other purposes.

In the event of inadvertent or deliberate publication, we intend to enforce its right to this work under
copyright laws as a published work. Those having access to this work may not copy, use, or disclose
the information in this work unless expressly authorized by our company.

All information contained in this publication is believed to be correct. We shall not be liable for errors
contained herein nor for incidental or consequential damages in connection with the furnishing,
performance, or use of this material. The information this publication refers to is protected by
copyrights or patents and does not convey any license under the patent rights of our company, nor the
rights of others. We do not assume any liability arising out of any infringements of patents or other
rights of third parties.

Content of the manual is subject to change without prior notice.

ALL RIGHTS RESERVED

© Beijing Choice Electronic Technology Co., Ltd.

All trademarks are the property of Beijing Choice Electronic Technology Co., Ltd. unless
otherwise noted.

Bluetooth® and the Bluetooth® Logo are registered trademarks of Bluetooth® SIG, Inc.
Windows XP®, Windows Vista® and Microsoft® are registered trademarks of microsoft.
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1. GENERAL DESCRIPTION

The MedView-NP-NOP software is a data management software which applies to our devices. An
entire system consists of one monitoring unit, one computer, a piece of software CD, and a USB cable.
The data saved in the monitoring unit can be uploaded to a computer through the USB cable and
managed by this software.

The software is convenient for users to view records, manage and save data including heart rate and
analysis results. It provides the function of printing under user administration and various modes.

User administration distinguishes datum from their ID which ranges from 1 to 127. So it could save
127 users’ data at most. The records for the same ID will be regarded as the same user’s
measurement. The ID number in “User Info” is the ID number in the corresponding monitoring unit,
and it can not be changed.

It is suggested that the software should be run on the professional Windows XP® configured with patch
SP2 and SP3 or Windows vista®.

The document introduces all the functions and maybe a few of functions are unavailable for some
monitoring units.
Notes:

< Read the manual carefully before running the software!

< Please make sure that there is at least one record saved in the monitoring unit before
uploading data.

<~ Power on the monitoring unit and set the mode of monitoring unit to USB transmission
or Bluetooth transmission.

2. SOFTWARE INSTALLATION

2.1 Put the attached installation CD into computer’s CD driver, the CD will run automatically and then
the following interface will appear, as shown in Figure 2-1.

Generated by unregistered version of Autorun CO Studio

vIE D
CHOICE

Install MedView-NP Software Ver:X.X.X

User Manual Ver:X. X

Browse this CD

Exit

Figure 2-1
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(1) Click “Install MedView-NP-NOP Software Ver:X.X” in Figure.2-1 to begin the installshield wizard of
MedView-NP-NOP Software. Then Figure 2-2 will appear.

Ned¥iew—NP-NOP Setup @

Welcome to the InstallShield Wizard for
Medview-NP-NOP

The InstallShield? Wizard will install Medyiew-NP-MOF on
wour computer. To continue, click Mest.

Cancel

Figure 2-2 Click “Next” button
(2)

Hed¥iew—HNP-NHOP Setup

License Agreement

Fleaze read the following license agreement carafully,

Freszz the PAGE DO key to zee the rest of the agreement.

LIMITED USE SOFTWARE AGREEMENT e

CHOICE ELECTROMIC TECHMOLOGY CO., LTD. ["Lizensor] icenses the
accompanying kMedview Software and written material [the "Software"] bo pou, [the
"Licenzee"] only on the condition that you accept all of the terms and conditions set forth
it thiz Licenze Agreement. Pleaze read these terms carefully becauze by opening the
sealed disk package, vou are agreeing to be bound by the terms of this Aareement. If you
dao not agree with theze terms, Licensar will not izzue thiz license ba youw and vau should

prampty return thiz product and all packaging to CHOICE ELECTROMIC TECHHOLOGY
CO.,LTD. and vour icenze fee will be refunded.

Do you accept all the terms of the preceding License Agreement? If vou choose Mo, the
zetup will cloze. Ta install Medyiew-MP-HOP, vou must accept thiz agreement.

¢ Back Yes Mo

Figure 2-3 Click “Yes” button
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®3)

Hed¥iew—HP-NOF Setup

Choosze Destination Location

Select folder where Setup will install files.

Setup will inztall MedYiew-HP-HOP in the following folder.

Toinstall to thiz folder, click Mest. Toinstall to a different folder, click Browse and zelect
anather falder.

D estination Faolder

C:AChoicehM edView-MP-HOP Browse. .

Figure 2-4 Click “Next” button

(4)

Hed¥iew—HNP-NHOP Setup

Setup Type
Select the Setup Type to install

Click the type of Setup you prefer, then click Mest.

(o ;L.pi.:ag Program will be inztalled with the most commaon optionz. Becommended for
................. : ST

" Compact  Program will be installed with minimurn required options.

™ Cuzhamn Y'ou may choose the options you want to install. Recommended for advanced
LzErs.

¢ Back MHest » | Cancel

Figure 2-5
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(5) To choose MedView-NP-NOP setup type, click the radio button “Typical”, “Compact” or “Custom” in
Figure 2-5, then click “Next”, the Figure 2-6 will appear.

Hed¥iew—HNP-NHOP Setup

Select Program Folder

Fleaze select a program folder.

Setup will add program iconz ta the Program Faolder listed below, “ou may tupe a new folder
name, or zelect one from the existing folders list. Chck Mest to continue.

Frogram Folders:

Exizting Folders:

BRI EE 3

36EE P
Foxit Reader

Foxmail

Irztalls hield

bicrozoft Developer Metwark,

Microzoft Office

Microzoft SOL Server 2005

icrozaft Wisual SourceSafe B!

¢ Back MHest » | Cancel

Figure 2-6 Click “Next”

(6)

Ned¥iew—HP-—NOF Setup

Start Copying Files

Review settings before copying files.

Setup haz enough infarmation to start copeing the program files. [ pou want o resview or
change any settingz, click Back. [ you are satisfied with the settings, click MNest ta beain
copying files.

Cancel

Figure 2-7 Click “Next” button
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(7)

Hed¥iew—HP-—NOF Setup

Install5hield Wizard Complete

Setup has finizhed installing MMedigw-NP-HOP on vour
compuker.

Figure 2-8 Click “Finish” button

(8) Click “Finish” button in Figure 2-8, the shortcut icon will be created on the desktop, as shown in
Figure 2-9. The shortcut and Uninstall MedView-NP-NOP icons are added into “Start” menu on the
left bottom of desktop, as shown in Figure 2-10.

Figure 2-9

fii M=dView-NF-HOF (W] Medview-HP-HOP
[ Uninstall MedView—NP-HOF
Figure 2-10

2.2 For such models of device as MD300I and 2000B, the USB driver of PIC24 needs to be installed
additionally. As to MD300K3 you should install the driver of STM32 in the CD in the same way.

NOTE: The USB driver of STM32 cannot be used in Windows 7 server.

(1> When connecting the unit to the computer by the USB cable, an interface such as in fig.2-11
appears.
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Found New Hardware Wizard

Welcome to the Found New
Hardware Wizard

“windowsz will zearch for current and updated software by
looking on your computer, on the hardware installation CD, or on
the "findows Lpdate Web site [with gour permizsion).

f

]

Can Windows connect to Windows Update to zearch for
software?

() Yes, thiz time only
() es, now and every time | connect a device
() Mo, not this ime

Click Mext to continue.

I Mest » ] I Cancel ]

Figure 2-11 Click “Next>" button
(2)

Found New Hardware Wizard

Thiz wizard helps you install zoftware for:

Cormmunications Port

-r\.'_j If your hardware came with an installation CD
L= or floppy disk. insert it now.

What do wou want the wizard to do?

(2 Install the software automatically [(Fecommended]

(@ilnstall from a list or specific location [Advanced}

Click Mext to continue,

I < Back ]I MNest » ]I Cancel ]

Figure 2-12 Click “Next>" button

(3) Be sure to save the installation file to the specified folder as the path “G:\subDriver\Pic24” ,
refer to fig.2-13.

: : 7

Pleaze chooze your zearch and inztallation options.

(%) Search for the best diiver in these locations.

Uze the check boxes below ta limit or expand the default search, which includes local
pathz and remowable media. The best driver found will be installed.

[] Search removable media [floppy, CO-ROKM..)

Include thiz location in the search:
jé:'\usi:-D"ri\-n'er'\.F-'-i-céfi “
() Don't zearch, | will chaose the driver ta install.

Choose thiz option to zelect the device driver fram a list. *Windows does not guarantes that
the driver you choose will be the best match for your hardware.

[ < Back ][ Mext = ]l Cancel

Figure 2-13

9
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User also can install the driver of STM32 by clicking the “Browse” button in Figure 2-13,
select the folder as shown in Figure 2-14.

Browse For Folder @

Seleck the Falder Ehat cantains drivers For wour hardware.

[*] “=we Local Disk (F:) 5
= %] Medview w3.2.36e (5:0
I— html-en
L inskall
= I— usbDriver
= Picz4
=y sTM32
= [ Shared Documents e

To wiewe anw subfolders, click a plus =ign abowe.

I b ] [ Zancel ]
Figure 2-14
(4)
Pleaze wait while the wizard installz the zoftware. .. -
y Communications Fort
=
L
.-—"'J;. _--"‘jl
ushser sps
To DoWwWAMD WS haystem 3I2WDRIVERS
(RS er NN A SRS AR RN RN AR R R RS )
Figure 2-15 Click “Next>" button
(5)

Found Mew Hardware Wizard

Completing the Found New
Hardware Wizard

The wizard haz finizhed installing the software for:

3 Communications Port
Ll

Click Finigh to cloge the wizard.

Finizh

Figure 2-16 Click “Finish” button

Note: The required computer resolution to run the software is 1024 x 768.
10
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3. DATA TRANSMISSION

After installing the MedView-NP-NOP software, The data saved in the monitoring unit can be
transmitted to the computer by USB cable or Bluetooth. Then, users can review and manage the data.

3.1 USB cable transmission

Before data transmission, connect the monitoring unit to the computer’s USB interface by the
USB cable.

This software system will search the corresponding serial port automatically by which the monitoring
unit communicates with the computer, make sure the device is on. As to MD2000B. MD300I and
MD300K3 user should transmit data manually, because the three devices cannot be supplied with the
function, the steps of uploading as follows:

3.1.1 Double-click the icon “MedView-NP-NOP” on the desktop, the following screen will appear, as
shown in Figure 3-1.

(W] Med¥iew-NP-KOP

File(f) Edit Mode Options About (h)

e = 05|00 %

MedView-NP  MedView-NP MedViewNP MedView NP MedView-NP MedView-NP MedView-NP MedViewNP MedView-NP MedView-NP MedView NP

MedView-NP  MedView-NP MedView-NP MedView-NP MedView-NP MedView-NP MedView-NP MedView-NP MedView-NP  MedView-NP MedView-NP

MedView-NP  MedView-NP MedView NP MedView-NP MedView-NP MedView-NP MedView NP MedView-NP MedView-NP MedView-NP MedViewNP

MedView-NP  MedView-NP MedViewNP MedView-NP MedView-NP MedView-NP MedViewNP MedView-NP MedView-NP MedViewNP MedView-NP

MedView-NP  MedView-NP MedView-NP MedView-NP MedView-NP MedView-NP MedView-NP MedView-NP MedView-NP  MedView-NP MedView-NP

MedView-NP  MedView-NP MedView-NP MedView-NP MedView-NP MedView-NP MedView-NP MedView-NP MedView-NP MedView-NP MedView-NP

MedView-NP  MedView-NP MedViewNP MedView-NP MedView-NP MedView-NP MedViewNP MedView-NP MedView-NP MedViewNP MedView-NP

Figure 3-1

3.1.2 Click the “File(F)” icon, and then click the “New Date Capture” in the drop-down menu, as shown
in Figure 3-2.

[#] e d¥iew HP—ROP
[F ) Mode

Edit About [A)

HewDataCapture [(H] Ctrl+H

Options

Find blustooth radia
Open Other ID Data
Sawe DatalZ). ..

Open Sawed Data (D). .. Ctrl+0
Checl out the SplZ2 ewent time. . .
Clo=e

FrintFre¥iew

Frint

Exit (X}

Figure 3-2

11
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3.1.3 Select the transmission model of the monitoring unit as USB as shown in fig Figure 3-3.

New Data Capture [5_<|

Data Info

| DeleteData| SetDiate And Time Cancel

Figure 3-3

3.1.4 Click “Start” button, in Figure 3-3 then an interface will appear as shown in Figure 3-4,This action
aims at the device that cannot upload data automatically, such as MD300I. MD2000B and MD300K3.

Ned¥iew NP-ROP

) Conmect succeed! Total 420 Frames!
Y

Figure 3-4
3.1.5 When the device that can transmit data is well connected to the computer,you will see the
window as shown in Figure 3-4, Click “OK” button, then the data starts transmit. The interface as
shown in Figure 3-5.
New Data Capture &l

Data Infa

‘ Cancel

Figure 3-5

12
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3.1.6 Select one record in “Data Info” column then click “Done” to display the trend graph as shown in
Figure3-6.

[M] Me d¥iew-RE-NOP IZIIEIFZI

File(F) Edit Mode Options About(A)
150& 0079

ReportTitle

User Data

Name : Gender : male Age: 0

ID: a6 Height : 0 in Weight: 0lb

Start Date: 2011/04/26 Start Time : 14:02:36 End Date: 2011/04/26 End Time : 14:10:00
Sp02 (20% per division) RecordDate : RecordTime : Sp02 :

100

80
60
40
20

Pulse Rate (50 BPM per division) RecordDate : RecordTime : PR :
3,[}[] - - -

250
200
150
100

Eeady Page:1/1 Hm

Figure 3-6

Definitions of Functional buttons in fig.3-5:
(1)Stop: During data transmission, click “Stop” button, the data transmission will stop.

(2) Delete Data: Click “DeleteData”, the following figure will appear, as shown in Figure 3-7. Select the
“Data Type” and “ID” from their drop-down lists, and then click the “ok” button to confirm. The figure
3-8 will appear.

Data Info

ID 5 total 86399 Groups
ID & taotal 21033 Groups

Delete Data @
Data Type : All -
IC- All -

Done St ] Delectenata] SetDatem::I'l"lme] Cancel

Figure 3-7
13



MedView-NP-NOP Software user manual Version: VER 3.2.4

—Data Info

D 5 total B6359 Groups
D & total 21033 Groups

Ned¥iew—NF-HOP

Dlevice data cleared !

[.7

Done | Gip | DeleteData | SetDateAndTime| Cancel

Figure 3-8 Click “OK” button
(3) Set data and Time:

Click this button to set date and time for the device from which the data is transferred. Refer to fig.3-9.

NHew Data Capture

— Data Info N
: Set Date And Time X
D5 total —
D6 total|
Izmu 6 1 ;;
~Time
Hour: 113
Mirute: IE
Second: |26
Done S L@EEEEIE' M| Cancel

Figure 3-9
(4).Cancel: Click “Cancel” button in any interface, the system will exit from the current operation.
3.2 Bluetooth® data transmission
Select the transmission model of the monitoring unit as Bluetooth in fig Figure 3-3.

Note:

< Set the mode of the monitoring unit to “Bluetooth: ON".
< Insert the attached Bluetooth® adapter into the USB port.

14
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3.2.1 Click “File(F)” in the interface as shown in Figure 3-1, then the following figure will appear.

[M] Hed¥iew-RP-HOP
File (F)

Edit Mode Options About (4]

HewDataCapture (H) Cirl+H

Find bluetooth radie

Open Saved Data(D). .. Cirl+0

Exit (X

Figure 3-10

3.2.2 Click “Find Bluetooth® radio” item in the interface as shown in Figure 3-10. The following figure
will be available. There are three methods for searching Bluetooth® devices, (1). Select “Show
Remembered” (2). Select “Issue Inquiry” and “Show Remembered” (3). Select “Wizard”.

(2). Select “Show Remembered” in the interface as shown in Figure 3-11, and click “Scan Radio” or
“Rescan Radio”

Bluetooth information ' Searching nearby radio completed r5_<|
Dongle Infomation Dongle Infomation
Local Dongle | | Local Dongle | YF-SUNYL ( 00:11:67:6a:14:d3) |
Radio Infomation Radio Infomation
[ IssuelInguiry [ Show Remembered [ Wizard [ IssueInguiry [v Show Remembered W Wizard
Mame | Mac Address | MName | Mac Address |
BM-092 00:02:5b:12:12:36

Cancel

Cancel

Figure 3-11 Figure 3-12

After searching, the Bluetooth® device near the computer will appear in the blank as shown in Figure
3-12. Click the Bluetooth® device by the right mouse button, then click “Connect” item in the
drop-down menu.

15
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Searching nearby radio completed [5_(|

Dongle Infomation

Local Dongle | YF-SUNYL ( 00:11:67:6a: 14:d3 ) -

Radio Infomation
[ Issue Inguiry [+ Show Remembered v Wizard

Name | Mac Address |

Conmect

Dizconmect
Authenticate
Unduthenticate
Froperty

Version: VER 3.2.4

Figure 3-13

NedView-HP-HOP [X]

l": CONHECT SUCCEED
)

Figure 3-14

Searching nearby radio completed |

Dangle Infomation

Local Dongle | YF-SUNYL { 00:11:67:6a: 14:d3 ) -

Radio Infomation
[ Issue Inguiry [ Show Remembered [ Wizard

Marmne | Mac Address |
B em-092 00:02:5b:12:12:36

Cancel

Figure 3-15

The following steps refer to the first method above in section 3.2.2 (1)

16

When the connection is finished, the following interface will appear, as shown in Figure 3-14.

Click “OK” button, then users can upload data saved in the monitoring unit to the computer, and the
following operations are the same as other models of monitoring units.

(2). Select “Issue Inquiry” and “Show Remembered” in the interface as shown in Figure 3-15. The
following operations are the same as the first method.
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(3). Select “Wizard” in the interface as shown in Figure 3-16, the following operations refer to steps

[ ~ IV.
Fluetooth information @

Dongle Information

Local Dongle | j

R adio Infomation

[ Show Remembered [+ Wizard

Marne | Mac Address |

Figure 3-16

I . After choosing “Wizard”, click “Scan Radio” in figure 3-16. Click the button “My device is setup and
ready to be found”, the following screen appears as shown in Figure 3-17.

Add Bluetooth Device Wizard x|

® Welcome to the Add Bluetooth
Device Wizard

Before proceeding, refer to the "Blustooth' zection of the
device documentation. Then zet up your device zo that pour
computer can find it

- Turn it an
- Make it discoverable [vizible)
- Give it a name [optional]

- Presz the button an the bottom of the device
[keyboards and mice only]

¥ My device is et up and ready to be found.

'\‘;.l &dd only Blugtooth devices that pou trust,

¢ Back I MHext = I Cancel

Figure 3-17

II. Click “Next” button in the interface as shown in Figure 3-17, then the following screen will appear,

as shown in Figure 3-18. Select the Bluetooth® device icon, such as “BCOXM-1", then click “Next”
button.

17
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Add Bluetooth Device Wizard

Select the Bluetooth device that you want to add.

| T @ LENOVOE414438 S5 BLOM-1
I!"f:p Mew device 1% Already connected

jr,.l Mow searching nearby bluetooth device. ..

[ < Back “ Mest = ][ Cancel ]

Figure 3-18
I1I. Please check “Let me choose my own passkey” radio button, and fill in the corresponding bank.
The default passkey is 0000.

Add Bluetooth Device Wizard x|
®

Do you need a passkey to add your device?

To angwer thiz question, refer ta the "Blustooth'" zection of the documentation that camne with
your device. |f the documentation specifies a passkey, use that ane.

" Choose a passkey for me

" Use the passkey found in the documentation: I

& |et me choose my owh passkey: IDDUU

" Don't use a passkey

@ Y'ou should alwaps uze a pagzkey, unlezs vour device does not support one, 'We
recommend uzing a paszkey that iz 3 ta 16 digitz lana. The langer the passkey, the
rnore secure it will be,

¢ Back I Mext = I Cancel

Figure 3-19

IV. Click “Next” button in the interface as shown in Figure 3-19, the following figure will appear, click
“Cancel” to abort the connection. Otherwise, the figure 3-20 will appear.

18



MedView-NP-NOP Software user manual

Version: VER 3.2.4

Add Bluetooth Device Wizard

Windows iz exchanging passkeys. ®

‘when instructed below, enter the paszkey using your Bluetooth device.

Far more infarmation about entering a pazzkey, zee the documentation that came with your
device.

F Conneching...
Fleaze enter the pazszkey on pour Bluetooth device now.
Paszkey: a0

Inztalling Blustooth device. ..

Cancel

Figure 3-20

Add Bluetooth Device Wizard x|
Completing the Add Bluetooth
® h :
Device Wizard
The Blugtooth device waz succezsfully connected to wour

computer. Your computer and the device can communicate
wheneyver they are near each other,

To cloge thiz wizard, click Finigh.

¢ Back

LCanzel |

Figure 3-21

Click “Finish” to complete the connection with Bluetooth® device. And the following figure will appear.

19
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Searching nearby radio completed rs_(|

Dongle Infomation

Local Dongle | YF-SUNYL ( 00:11:67:6a:14:d3 ) |

Radio Infomation
[ Issue Inquiry v Show Remembered [+ Wizard

MName | Mac Address |
BM-092 00:02:5b:12:12:36

Cancel

Figure 3-22

The following steps refer to the first method above in section 3.1.4&3.1.5. And note to select
Bluetooth in Select Serial area.

4 USER MANAGEMENT
4.1 Edit User Info

Click “Edit” icon, and then click “User Info” item in the drop-down menu as shown in Figure 4-1.

[M] Med¥iew-RP-FOP

File (F) WoibRS
== User Infa
l.i Report Title
Figure 4-1

Mode Options About (4)

The following figure will appear, the user should fill in the blanks with the user’s information. That is
important for managing and analysing the measurement data of user. After the filling, click “Save Info”
button to save the information for user or click “Delete Info” button to delete the filled information. Or
click “Cancel” to cancel the current operation.

Edit user information

|0 Number |96 Gender v Age |0

Name ‘

Height ’ui in Weight lui b

Figure 4-2
20
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4.2 Edit Report Title

Click “Edit” icon, then click "Report Title” item in the drop-down menu as shown in Figure 4-3.

[M] Med¥iew-RP-HOP
File (F) Options
= User Infe '

Ii Report Title
Figure 4-3

Mode

Ahout (4]

The name of the user report can be changed by inputting some words, as shown in Figure 4-4, Then
click “OK” to confirm or “Cancel” to exit the current dialog box..

Kodify Title X

Cancel

Figure 4-4

5 REVIEW DATA
5.1 Trend

Click “Mode” icon in the interface as shown in Figure 3-1, then click “Trend” item in the drop-down
menu as shown in Figure 5-1.

[W] NedView—NP—HOP
File(F) Edit Mode Options About(A)

1=0&5 08 %

E =&

ReportTitle

User Data

Name : Gender : male Age: 0

1D : 96 Height: 0 in Weight: 0 Ib

Start Date: 2011/04/26 Start Time : 14:.02:36 End Date: 2011/04/26 End Time : 14:10:00

Sp02 (20% per division) RecordDate : RecordTime : Sp02:
100 —
80 —
60 —
40 —
20 —

0

Pulse Rate (50 BPM per division) RecordDate : RecordTime : PR :

300
250
200
150
100
50

Ready Page:1/1 UM

Figure 5-1

21
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The trend graph could display the start date and time, the end date and time. When you hover the
cursor on the trend, it could display the value of the point. And you also can observe the value of your
desired point by pressing the direction key left or right on the keyboard.

5.2 Table
Click “Mode” icon and then click “Table” item in the drop
(W] Med¥iew-RP-HOP

File(F) Edit BIEGEN Options

0= g E

|—-
REpﬂﬂ_ hnalysis

Figure 5-2

-down menu as shown in Figure 5-2.

About (4)

The data will be displayed in table on the screen as shown in Figure 5-3. There are ten columns which
represent the measured parameters.

[] Ned¥iew—RE-HOP

File(F) Edit Mode Options About(A)

10& 007

ReportTitle

User Data

Name : Gender male Age: 0

ID: 96 Height: 0in Weight: 0lb

Start Date: 2011/04/26 Start Time : 14:02:36 End Date: 2011/04/26 End Time : 14:10:00

Item Date Time Sp02 PR Item Date Time Sp02 PR
1 2011/04/26 14:02:36 97 75 23 2011/04/26 14:04:04 94 75
2 2011/04/26 14:02:40 97 75 24 2011/04/26 14:04:08 94 75
3 2011/04/26 14:02:44 97 75 25 2011/04/26 14:04:12 94 75
4 2011/04/26 14:02:48 LT 75 26 2011/04/26 14:04:16 94 75
5 2011/04/26 14:02:52 98 75 27 2011/04/26 14:04:20 93 75
6 2011/04/26 14:02:56 98 75 28 2011/04/26 14:04:24 94 75
7 2011/04/26 14:03:00 98 75 29 2011/04/26 14:04:28 94 75
8 2011/04/26 14:03:04 98 75 30 2011/04/26 14:04:32 94 75
9 2011/04/26 14:03:08 95 75 31 2011/04/26 14:04:36 94 75
10 2011/04/26 14:03:12 95 75 32 2011/04/26 14:04:40 94 75
11 2011/04/26 14:03:16 94 75 33 2011/04/26 14:04:44 94 83
12 2011/04/26 14:03:20 94 75 34 2011/04/26 14:04:48 94 79
13 2011/04/26 14:03:24 94 75 35 2011/04/26 14:04:52 96 7
14 2011/04/26 14:03:28 94 75 36 2011/04/26 14:04:56 97 76
15 2011/04/26 14:03:32 94 75 37 2011/04/26 14:05:00 98 76
16 2011/04/26 14:03:36 96 75 38 2011/04/26 14:05:04 98 75
17 2011/04/26 14:03:40 97 75 39 2011/04/26 14:05:08 98 75
18 2011/04/26 14:03:44 97 75 40 2011/04/26 14:05:12 98 75
19 2011/04/26 14:03:48 98 75 Ly 2011/04/26 14:05:16 99 75
20 2011/04/26 14:03:52 98 75 42 2011/04/26 14:05:20 99 75
21 2011/04/26 14:03:56 98 75 43 2011/04/26 14:05:24 99 75
22 2011/04/26 14:04:00 95 75 44 2011/04/26 14:05:28 95 75
Feady Fage:1/3 mm
Figure 5-3
5.3 Analysis

Click “Mode” icon and then click “Analysis” item in the drop-down menu as shown in Figure 5-4. The
analysis report appears on the screen as shown in Figure 5-5.
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[M] Ned¥iew-RP-HOP
File(F) Edit
= é Trend

‘. Repor

UEEEN Options  About (4]

Figure 5-4
ReportTitle
User Data
Hame : Gender : mals Age: 0
ID: 96 Height: 0 in Weight: 0 Iz

Start Date: 11/04/28
End Date: 11/04/26

Event Data
Total Events.

Time In Events.{Sec)
Avg.Event Dur.(Sec)

Index.{1/hr)
Avg.Event Max.
Avg.Event Min.
Max.Event offset.

Max Time.Event.{Sec)

Max Dur.
Min Dwur.
Awvg Dur.

sp02

3
44
14
58.4
53
B8
8
18
59
83
93

Start Time :14.02:28
End Time : 14:10:00

Pulze
1 SpO2 = 94 ]
78 Spo2 < B8 19
T8 Fulse = 150 a
321 Pulse < 80 2
rr
Lati]
2
Ta
83
Lati]
74

times
times
times
times

Desaturaticn Event:drop in Sp02 by at least 4% for a minimum duration of 10 seconds.

Pulse Event Change in rate by at least § bpm for 8 minimum duration of 8 seconds.

Graphic Summary
{10% per division)

Sp02
100

a0

70

Ewvent [

Pulse Rate (20 BPM per division)
B L ettt
B e

=i |
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6 OPTIONS

6.1 Roll Step
Click “Options” icon and then click “Roll Step” item in the drop-down menu as shown in Figure 6-1.

(W] Xed¥iew-RP-HOP
File(F] Edit Mode BUESESEN Ahout (4]

E,"' % [¢] Eoll Step

- Analy=is Setup

‘ Unit Setup
Figure 6-1

Setup Step [5_<|

Roll Step j
cae

Figure 6-2

Change roll step number by clicking the up button or down button next to the bank as shown in Figure
6-2, then click “OK” or “Cancel” to confirm or abort the setting.

6.2 Analysis Setup

Click “Options” icon and then click “Analysis Setup” item in the drop-down menu as shown in Figure
6-3.

[M] Med¥iew-RP-HOP
Fila(F) Edit Mede About (4)

1= 0 & @ bl Step i~

Analy=is Setup
Unit Setup

Figure 6-3
The parameters those are shown in the following dialog box can be set by clicking the up button or
down button next to the corresponding blanks. Then click “OK” or “Cancel” to confirm or abort the
setting.

Analy=sias =setup E |
Times with saturations high g4 -
Times with saturations low 38 :
Times with pr high 150 il
Times with pr low &0 il
Desaturation Event % il
Pulse Event S il
Cancel

Figure 6-4
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(1) High O2 Saturation Threshold: set the upper value of SpO,, the software can record the times
that the measured SpO, is over the upper value.
(2) Low O2 Saturation Threshold: set the lower value of SpO,, the software can record the times
that the measured SpO, is below the lower value.
(3) High Pulse Rate Threshold: set the upper value of pulse rate, the software can record the times
that the measured pulse rate is over the upper value.
(4) Low Pulse rate Threshold: set the lower value of pulse rate, the software can record the times
that the measured pulse rate is over the lower value.
(5) Desaturation Event Threshold: Set the desaturation value of SpO,, the software will record the
times that SpO, has decreased by the desaturation value, compared with the previous SpO..

(6) Pulse Event Threshold : Set the decreased value of pulse rate, the software will record the times
that pulse rate has decreased by the this value, compared with the previous pulse rate.

6.3 Unit Setup

Click “Options” icon and then click “Unit Setup” item in the drop-down menu as shown in Figure 6-5.

[M] Ned¥iew-RP-HOP
File(F1 Edit Mode BESENEEN About (4]

120 & @ Bl St i~

‘ Analysis Setup

Init Setup

Figure 6-5
The unit system can be set to Britain or Metric system, as shown in Figure 6-6.
nit =etup E|
Unit setup

("~ The Britain System

{* The Metric System

Cancel

Figure 6-6

7 SAVE DATA
Click “Save Data(S)...” from the “File(F)” drop-down menu item, as shown in Figure 3-10.

Note: Make sure that save the data into your computer after data transmission every time for later
management. The saved data file has the extension of .dat. .txt or.xIs.

[#] Me d¥iew—NP—ROP
Edit Mode Optionz About (4)

HewlataCapture (H] Ctrl+H
Find bluetooth radino =

Sawe DatalS). ..

Open Sawed Data (D). .. Ctr1+0
Checlk cut the SplZ2 ewvent time. ..

Clo=se

FrintFre¥iew

FPrint

Exit ()

Figure 7-1
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8 OPEN OTHER ID DATA OR SAVED DATA
8.1 Open Saved Data

Click “File(F)” icon in the interface as shown in Figure 3-1, then click “Open Saved Data” as shown in
Figure 8-1,you can open the saved data documents as shown in Figure 8-2.

[p] Me d¥iew—NP—HOP
File (F)

Edit Mode

Options
HewDataCapture [H)
Find bluetooth radio

Save DatalS). ..

Open Sawed Data (D). ..
Checle out the Sp02 ewvent time. ..
Clase

FrintFreView

Frint

Exit ()

About (4]

Ctr1+H

Ctrl+0

Figure 8-1

[M] Med¥iew-NP-HOP

File(F) Edit Mode Options About (4]

1Z08 007

ReportTitle

User Data

Name : Gender : male Age: 0
ID: 96 Height : 0 in Weight: 0lb

Start Date: 2011/04/26 Start Time : 14:02:36

End Date: 2011/04/26

End Time : 14:10:00

Sp02  (20% per division) RecordDate :

100
80
60
40
20

RecordTime :

Pulse Rate (50 BPM per division)
300
250
200
150
100

RecordDate :

RecordTime :

PR:

Ready

Page: 1/1 mm
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8.2 Open Other ID Data

Choose the “Open Other ID Data” item in the drop-down menu of “File(F)” as shown in Figure 8-3.

] Ne d¥iew—RP—HOFP

Edit Mode About (4)

HewDataCapture (H) Ctr1+H
Find bluetooth radia 3

Options

Open Other ID Data

Sawe Datal(3). ..

Open Sawed Data (D). .. Ctrl+0
Checlt out the Spl2 event time. ..

Close

FrintFre¥iew

Frint

Exit (X)

Figure 8-3
By clicking the menu then choose user’s ID as shown in Figure 8-4,you can view other users’ datas
information.

Open other ID data [zl

1D 5 total 863599 Groups
ID & total 21033 Groups

cores

Figure 8-4

8.3 Save Data

By choosing the “Save data (S)” menu as shown in Figure 8-5 you can save the current user’s data
information to data document. Three extensions are supported, .dat. .txt. and .xls.

[#] Med¥iew—HP-HOP
File (F)

Edit Mode

About (4]

HewDataCapture [H) Ctrl+H
Find bluetooth radio o

Options

Sawve Datal(3). ..

Open Sawved Datald). .. Ctrl+0
Checlt cut the Spl2 ewent time. ..

Close

FrintFreView

Frint

Exit (X

Figure 8-5
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8.4 Check out the SpO2 Prevent time...

Click “Check out the SpO2 Pr event time...” from “File(F)” drop-down menu item, as shown in Figure
8-6. Then you can export the analysis result for desaturation and pulse rate events. The analysis
result file is saved with the extension of . txt.

(] Hed¥iew—RP-HOP
Edit Mode About (4]

HewDataCapture (H) Ctr1+H
Find bluetooth radia

Options

Sawe Datal3). ..
Open Sawed Datal(D). .. Ctr1+0

Check out the SplZ event time. ..

Close

FrintFreView

Frint

Exit ()

Figure 8-6
9 PRINT

Click “File(F)” icon and then click “Print” item in the drop-down menu as shown in Figure 9-1. The data
can be printed in trend, table and analysis report.

[M] Me d¥iew-RP-KOP
IERNIN Edit  Mode Ahout (4)

HewDataCapture (H) Cirlt+H
Find bluetooth radie

Options

Save DatalZ). ..

Open Sawed Data(D). .. Citrl+0
Cheeclt out the Spl0Z2 event time. ..

Cloze

FrintFPreView

Exit ()

Figure 9-1

10 ABOUT(A)

Click “About(A)” icon in the interface as shown in Figure 10-1, then click “About (A)” item in the
drop-down menu. The information about the software is shown.

(W] Me d¥iew-RP-KOP
File(F1 Edit Mode About (&)

120& 00 % (h). .
Figurel0-1

Options
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11. SOFTWARE UNINSTALL

Click “Uninstall MedView-NP-NOP” in “Start” menu on the desktop, as shown in Figure 11-1. Follow
the instruction to uninstall MedView-NP-NOP software. The uninstall screens are shown below:

fii MedView-NP-HOP (W] Medview-HP-HOP
[] Uninstall MedView-NP-HOF

Figure 11-1
InztallShield Wizard
Maintenance Complete

Inztalls hield Wizard haz finished performing maintenance
operations on Medview-NP-HOF.

Figure 11-2

Manufacturer address:

Beijing Choice Electronic Technology Co., Ltd.
Bailangyuan Building B

Rm. 1127-1128, Fuxing Road, A36

100039 Beijing
PEOPLE’S REPUBLIC OF CHINA
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